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(57) Abstract: A method of transferring information specifying an 
IPMP tool utilized for processing a content protected by IPMP to an 
IPMP terminal specifics and uses XML schema for terminal plat- 
form specification, parametric description, and parametric aggrega- 
tion which is to be used in MPEG-n IPMP system. For example, ac- 
cording to the method, based on a predetermined terminal platform 
XML schema and language to describe a terminal platform, termi- 
nal platform specification is created based on the terminal platform 
schema and language to specify on what platform or terminal the 
IPMP tool can run. The terminal platform specification-is attached 
to metadata associated with the tool. The terminal platform specifi- 
cation and the IPMP tool are transferred to an TPMP terminal which 
is implemented with a terminal platform parser based on the termi- 
nal platform schema and language. 
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DESCRIPTION 

A METHOD OF TRANSFERRING INFORMATION SPECIFYING A TOOL 
UTILIZED FOR PROCESSING A CONTENT PROTECTED BY IPMP 

5 

Technical Field 

The present invention relates to content distribution and protection, 
especially to such applications where the protected content based on MPEG-n is 
consumed by different IPMP (Intellectual Property Management and Protection) 
10 terminals, and the same content is protected by different IPMP tools. 

Background Art 

Content distribution is becoming more and more demanding as 
multimedia data and contents can reach anywhere and anytime. Users are happy with 

15 the convenience and flexibility, and they can enjoy entertainment easily and efficiently. 
On the other hand, content owners are worried about the illegal usage of their property. 
There is a balance between two sides. 

There are a lot of protection techniques for protecting the content, such 
as data encryption, watermarking, etc. They have been implemented in many content 

20 distribution applications. It seems different system employs different kinds of 
mechanisms and protection techniques to distribute content with protection. All Jhe 
terminals or content consuming devices in that case are only able to play and consume 
the content that is provided by the same content provider. They cannot exchange their 
terminal or device to playback different contents. 

25 In MPEG-n context, a standardisation group has been working on 

MPEG-2,4,7,21 IPMP (Intellectual Property Management and Protection). 

Fig. 7 shows the prior art for the current typical IPMP architecture. In 
Fig. 7, it is assumed that content in module 1 . 1 coming into IPMP system is an MPEG- 
21 protected multimedia. In fact, under MPEG-21 "big picture", the coming content is 

30 called Digital Item in MPEG-21 framework. Three units 1.2, 1.3, 1.4 in module 1.1 
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illustrate IPMP information transferred in content for IPMP system processing. The 
IPMP Tool List unit 1 .2 identifies, and enables selection o£ the IPMP Tools required to 
process the content. The IPMP Tool Elementary Stream unit 1.3 identifies the actual 
tools carried in the content itself. IPMP Information unit 1.4 identifies the information 
5 directed to a given IPMP Tool to enable, assist or facilitate its operation. 

As for the right part of Fig. 7, it shows an IPMP terminal (module 1.5, a 
device that consumes possibly protected incoming content in compliance with the usage 
rules) including IPMP Tool Manager (module 1.6, processes IPMP Tool List(s) unit 1 .2 
and retrieves the IPMP Tools module 1.8, 1.9, 1.10, 1.11 that are specified therein) and 
10 Message Router (module 1.7, implements the Terminal-side behavior of the Terminal- 
Tool interface). The module 1.8 of Missing IPMP Tools (not available in module 1.5) 
and the module 1.9, 1.10, 1.11 of IPMP Tool (available in module 1.5) denote the tool 
that perform (one or more) IPMP functions such as authentication, decryption, 
watermarking, etc. 

15 Such a solution is able to achieve both of the following: 

1 . Allow the same protected content to be consumed on different vendors' 
MPEG-n IPMP Terminals. This will be fully enabled. 

2. Allow the same content to be protected by different vendors* IPMP 
Tools. This will be assisted to as large extent as possible. 

20 To achieve such a wide interoperability, IPMP provides download ability 

of tools, where tools can be retrieved remotely. IPMP also allows the terminal to choose 
its own favourite tool according to parametric description. An IPMP terminal can also 
aggregate several tools together to form a tool set (act as just one tool) according to 
some parametric aggregation. 

25 An IPMP tool may also optionally carry a tool meta data that specifies 

information about this tool, for example, whether this tool can run on a particular 
operating system. 

In order to achieve a flexible and interoperable IPMP system structure 
for MPEG-n and other applications as described above, we should be able to allow the 
30 followings. 
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1 . When an IPMP terminal goes to a remote site trying to retrieve a missing 
IPMP tool in order to playback a certain content, the IPMP terminal should provide the 
remote site terminal platform specification, so that the remote site can send a tool that 
can run on this particular IPMP terminal. 

2. An IPMP Tool's metadata may optionally include the terminal platform 
specification that specifies what are the terminals and platforms that the tool can run on. 

3. A parametric description to allow terminal to choose a certain IPMP tool 
that can facilitate the job it is supposed to do. 

4. A parametric aggregation to allow several tools to form as one tool set, 
and appeared as just one tool to the IPMP terminal. 

Disclosure of Invention 

To solve the problem, to assure a clear and interoperable standard, and to 
provide future extensibility, XML schema should be defined for terminal platform 
specification, parametric description as well as parametric aggregation. 

The XML schema for terminal platform specification should allow 
specification of CPU, memory, Operating system, virtual machine, etc, so that the 
remote site can have a full knowledge of the terminal and choose an appropriate tool for 
the terminal. 

When the tool metadata contains the terminal platform XML language, 
the terminal can also decide whether this tool can run on it according to the XML 
language. 

The parametric description is defined to allow a generic description of 
any types of IPMP tool, whether it is a decryption tool or a watermarking tool or a 
rights management tool. Based on the parametric description, an IPMP terminal is then 
able to choose its own favourite tool. 

The parametric aggregation is defined to allow the terminal (or master 
tool) to combine a set of tools, connection points, i/o, etc can all be defined in the 
parametric aggregation so that the terminal (or master tool) can have a foil knowledge 
of what to do. 
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Based on the terminal platform XML schema, an IPMP terminal can 
describe what it is, what the CPU is, what the operating system is, whether there are any 
assistant hardwares, etc. The IPMP terminal can then send the information to the remote 
site while trying to retrieve a missing IPMP tool. The remote site, after receiving the 
5 information, and XML schema parsing, can then decide which tool (a windows DLL or 
a Java Byte Code, for example) to send. 

Based on the terminal platform XML schema, an IPMP tool can also 
describe on what platform it can run, and carry the information in the metadata 
associated with the IPMP tool. When receiving such an IPMP tool, an IPMP terminal 
1 0 can decide whether this tool can surely run on it. 

Based on the parametric description XML schema, the content provider 
can now describe what type of tool is required to playback the content, instead of using 
fixed tool IDs. For example, the content provider can specify that an AES tool, with 
block size of 128 bits is required to decrypt video stream. The IPMP terminal, upon 
15 receiving such XML language specifying this tool, can then choose an optimised AES 
tool from the embedded tools. 

Based on the parametric aggregation XML schema, the content provider 
can describe what are the tools need to be combined as one tool to process the content. 
The XML language can specify things like tool IDs, tool i/o, etc. So that the terminal 
20 can use the information to build such a tool set. 

Brief Description of Drawings 

Fig. 1 is a view explaining the method in the fist embodiment of the 
present invention. 

25 Fig. 2 is a view explaining the method in the second embodiment of the 

present invention. 

Fig. 3 is a view explaining the method in the third embodiment of the 
present invention. 

Fig. 4 is a view explaining the method in the fourth embodiment of the 
30 present invention. 
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Fig. 5 shows the architecture of Terminal Platform XML Schema. 

Fig. 6 shows the architecture of Parametric Aggregation. 

Fig. 7 shows IPMP architecture for generic IPMP as the prior art. 

Best Mode for Carrying Out the Invention 

The IPMP system has been designed to provide a framework and 
specifications for better interoperability in standard bodies, especially in MPEG-n (n=2, 
4, 7, 21). It allows the same protected content to be consumed on different vendors' 
terminals; it also allows the same content to be protected by different vendors' IPMP 
Tools. 

1. First Embodiment 

With reference to Fig. 1, description is made below to one embodiment 
of a method of transferring information specifying a tool utilized for processing a 
content protected by IPMP from a server to an IPMP terminal. The method uses XML 
schema for terminal platform specification in MPEG-n IPMP system. 

A flexible terminal platform schema and language are specified and 
defined to describe a terminal platform specification in advance. That is, the terminal 
platform schema and language are standardised to make them known to public. The 
terminal platform specification includes information describing, in XML schema, 
terminal functions, terminal performance and so on required for decrypting the content 
to which the specification is attached, and is described later. 

A remote server 10 creates terminal platform specification 21 based on 
the predetermined terminal platform schema and language to specify on what platform 
or terminal the IPMP tool can run. 

The created terminal platform specification 21 is attached to metadata 22 
associated with the tool 23. The tool 23 together with the terminal platform 
specification 21 attached to the metadata 22 may be carried in an IPMP protected 
content. 
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The server 10 transfers the metadata 22 with the terminal platform 
specification 21 and the IPMP tool 23 to an IPMP terminal 30 which is implemented 
with a terminal platform parser 31 based on the terminal platform schema and language. 
The terminal platform parser 31 can interpret and execute the terminal platform 

5 specification 21 according to syntax of given XML schema. 

After receiving the metadata 22 with the terminal platform specification 
21, the IPMP terminal 30 extracts the terminal platform specification 21 from the 
metadata 22, and interprets the terminal platform specification 21 to determine whether 
the IPMP tool is the terminal's desired one, by the implemented terminal platform 

10 parser 31. 

2. Second Embodiment 

With reference to Fig. 2, description is made below to another 

embodiment of a method of transferring information specifying a tool utilized for 
15 processing a content protected by IPMP from a server to an IPMP terminal. The 

method uses XML schema for terminal platform specification in MPEG-n IPMP system. 

An IPMP terminal 30 creates terminal platform specification 21 based on 

the predetermined terminal platform schema and language to specify itself The IPMP 

terminal 30 then transfers the terminal platform specification 21 to a remote server 10 
20 when the IPMP terminal 30 tries to retrieve an IPMP tool 23 from the remote server 10 

which is implemented with a terminal platform parser 1 1 based on the terminal platform 

schema and language. 

The server 10 receives the terminal platform specification 21 from the 
terminal 30, interprets the terminal platform specification 21, determines which IPMP 
25 tool should be sent back to the requesting BPMP terminal 30, and then sends the 
determined IPMP tool 23 to the requesting IPMP terminal 30. The terminal 30 receives 
the IPMP tool 23 and uses it to decrypt the content. 

3. Third Embodiment 
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With reference to Fig. 3, description is made to still another embodiment 
of a method according to the invention. The method uses XML schema for parametric 
description in MPEG-n IPMP system. The parametric description is information 
describing, in XML schema, terminal functions, terminal performance and so on 
required for decrypting the content to which the specification is attached. 

A flexible parametric description schema and language are specified and 
defined to describe an IPMP tool in advance. That is, the parametric description 
schema and language are standardised to make known to public. 

A remote server 10 creates a parametric description 25 based on the 
predetermined parametric description schema and language to specify a desired IPMP 
tool, attaches the parametric description 25 to a content 26 that is protected by IPMP, 
and transfers the parametric description 25 and the content 26 to an IPMP terminal 30 
which is implemented with a parametric description parser 32 based on the parametric 
description schema and language. The parametric description parser 32 can interpret 
and execute the parametric description according to syntax of given XML schema. 

The terminal 30 extracts the parametric description 25 from the content 
26, interprets the parametric description 25, and selects an IPMP tool from the 
terminal's tool set 35 that satisfy the parametric description, by the parametric 
description parser 32. 

More specifically, when receiving the content, the parametric description 
parser 32 extracts the parametric description 25 from the received content 26, and routes 
the extracted parametric description 25 to each IPMP tool within its tool set 35 to ask 
whether the tool satisfy the parametric description 25. The parametric description 
parser 32 compares each IPMP tool within the terminal's tool set 35 with the parametric 
description 25 and verifies whether the IPMP tool can satisfy the parametric description 
25. The result is made known to the IPMP terminal 30. The IPMP terminal 30 can then 
choose a tool from the tool set that satisfy the parametric description 25. 



4. Fourth Embodiment 
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With reference to Fig. 4, description is made below to still another 
embodiment of a method according to the invention. The method uses XML schema for 
parametric aggregation in MPEG-n IPMP system. The parametric aggregation is 
described later with reference to Fig. 6. 
5 A flexible parametric aggregation schema and language are specified and 

defined to describe a combination of IPMP tools in advance. That is, the parametric 
aggregation schema and language are standardised to make known to public. 

A remote server 10 creates a parametric aggregation 27 based on the 
predetermined parametric aggregation schema and language to specify a desired 
10 combination of IPMP tools, and attaches the parametric aggregation 27 to a content 26 
that is protected by IPMP. The server 10 transfers the parametric aggregation 27 and 
the content 26 to an IPMP terminal 30 which is implemented with a parametric 
aggregation parser 33 based on the parametric aggregation schema and language. 

The IPMP terminal 30 extracts the parametric aggregation 27 from the 
15 content 26, interprets the parametric aggregation 27, and combines the specified IPMP 
tools from the terminal's tool set that satisfy the parametric aggregation 27, by the 
parametric aggregation parser 33. 

5. Terminal Platform XML Schema 
20 Fig 5 illustrates the architecture of the terminal platform in which a 

terminal ID is described in the following XML schema. 

<7xml version= n l .0" encodmg="UTF-8' , 7> 

<xsd:schema xmlns:xsd= "http://www.w3 . org/200 l/XMLSchema" elementF oimDefaialt== n qualified"> 
25 <xsd: element name="TemiinalID"> 

<xsd:annotation> 

<xsd:documentation>Identification of a teraiiiiai</xsd:documentation> 
</xsd:annotation> 
<xsd:complexType> 
30 <Xsd;sequence> 
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<xsd:element name="TentiiiialType ,I > 
<xsd:complexType> 
<xsd:sequence> 

<xsd:element name="Vendor n type="xsd:string n /> 
5 <xsd: element name="Model M type= rt xsd:string"/> 

<xsd:element name= n SeriaINO n type=">sd:string ,, minOccurs= B 0^ 
</xsd:sequence> 
</xsd:complexType> 
</xsd:element> 

1 0 <xsd:element name="OperatingSystem"> 

<xsd:complexType> 
<xsd:sequence> 

<xsd:element name= l? Vendor" type="xsd^tring7> 
<xsd:eleraent name= "Model" type= n xsd:string"/> 
1 5 <xsd:element name=" Version" type= n xs<tstring n /> 

<xs±element name= M SerialNO B type= tt xsd:string" minOccurs= l, 0"> 
<xsd:element name= ^ VirtlmIMachme ,, mmOccurs="0" maxOccuxs= tt nnboimded n > 
<xsd:complexType> 
<xsd:sequence> 

20 <xsd:element name= ,, Vendor M type="xsd:string n /> 

<xsd: element name="Name M type= ,, xs±string n /> 
<xsd*element name=" Version" type= n xsd;string w /> 
</xsd: sequence> 
</xsd:complexType> 

25 </xsd:element> 

</xsd: sequencc> 
</xsd:complexType> 
</xsd:element> 
<xsd;elemeat name= B CPU"> 
30 <xsd:complexType> 
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<xsd:sequence> 

<xsd:element name="Vendor" type="xsd:string"/> 
<xsd:element name= ,, Model n type="xsd:string7> 
<xsd: element name= w Speed" type= ,t xsd3nteger"/> 
</xsd:seqi2ence> 
</xsd:compIexType> 
</xsd:eleraent> 

<xsd:element name="Memory"> 
<xsd:complexType> 
<xsd:sequence> 

<xsd:element name=°Vendor n type= n xsd:strmg H /> 
Ocsd:element narae= "Model" type="xsd:string"A> 
<3cscLelement name= w Size" type= w xsddnteger M /> 
<xsd:element name= "Speed" type= u xsd:integer"/> 
</xsd:sequence> 
</xsd:complexType> 
</xsdelement> 

<xsd: element name= n AsstHardware n mmOccurs="0 n maxOccurs= n imbo\mded ,T > 
<xsd:complexType> 
<xsdzscquence> 

<xsd:element name= n SmartCard M mmOccurs= n 0 D > 



<xsdxomplexType> 
<xsd:sequence> 

<xsd:element name= M Vendor" type== :n xsd:s1ring ,, /> 
ocsd:elementname="Moder type="xsd:strmg n > 
</xsd:sequence> 
</xsdxomplexType> 
</xsdelement> 

<xsd:elementname= n HardKey B minOccurs="0"> 
<xsd:complexType> 
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f <xsd:sequence> 

<xsd:element name="Type ,! type="xsd:string"/> 
</xsd:sequence> 
</xsd:complexType> 
5 </xsd:element> 

</xsd:sequence> 
</xsd: complcxType> 
</xsd:element> 

<xsd:element name="Network" rainOcxurs="0" maxOccurs= "unbounded'^ 
10 <xsd; complexTypo 

<xsd:sequence> 

<xsd:element name^'Type" type="xsd:string n A> 
<xsd:element name^'Details" type="xsd:string n /> 
</xsd:sequence> 
15 </xsd:compI exTypO 

</xs&elemeat> 

<xsd:elemeiit narae="RPCMechanisra H minOccurs= " 0 " maxOccurs="uiiboimded n > 
<xsd:comp!exType> 
<xsd:sequence> 

20 <xsd:element name="Type" type="xsd:string w £> 

<xsd:element name= "Details" type="xsd:string"/> 
</xsd:sequence> 

<xsd:attribute name= n Type" type= u xsd: string" use— "required"/> 
</xsd:complexType> 
25 </xs&element> 

</xsd:sequence> 
</xsd:complexType> 
</xsd:element> 
<fasd:schema> 

30 
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The semantics of the description is as follows. 

TerminalType 

Vendor : "Vendor of the specific terminal, for example, a PC's vendor may be 

5 DELL" 

Model : "Model name" 
SerialNO : "serial number of this terminal" 
OperatingSystem 

Vendor : "Vendor of the specific operating system, for example, windows95's 
10 vendor is Microsoft" 

Model : "model name of the operating system" 
Version : "version number of the operating system" 
SerialNO : "serial number of the operating system , if any" 
Virtu alMachine 

15 Vendor : "Virtual Machine's vendor, for example, JVM's vendor is 

SUN" 

Name : "name of the virtual machine, for example, Java Virtual 

Machine" 

Version : "version number of the virtual machine" 

20 CPU 

Vendor : "Vendor of the CPU, for example, INTEL" 
Model : "Model name of the CPU, for example, Pentium" 
Speed : "Speed of the CPU" 
Memory 

25 Vendor : "Vendor of the memory" 

Model : "Model name of the memory" 

Size : "size of the memory" 

Speed : "speed of the memory" 
AsstHardware 
30 SmartCard 
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Vendor : "Vendor of the smartcard" 
Model : "Model Name of the smartcard" 
HardKey 

Type : "type of the hardkey, for example, parallel port hardkey" 

Network 

Type : "type of the network, for example, Ethernet" 
Detail 
RPCMechanism 

Type : "mechanism of the Remote Procedure Call, for example, SOAP, DCOM" 
Details 

6. Parametric Description 

The parametric description of the terminal platform is described in the 

« 

following XML schema. 
15 

<?xml version= n 1.0 M encoding="UTF-8 M ?> 

<xsd .schema xmlns:xsd- n http://www. w3 .org/200 1 /XMLSchema" oIomentFormDe£ault= w qualifiBd ,, > 
<xsd: clement name="PARAMETRIC_DESCRIPTION"> 
<xsd:annotation> 

20 <xsd:documcntation>Comment describing your root elem ent</xsd:docum entati on> 

</xsd:annotation> _ 
<xsd: compIexTypO 
<xsd:seqiicnce> 

<xsd: element name=" VERSIONS 
25 <xsd:compIexType> 

<xsd:attribute namc= n MAJOR_VERSION" type="xsd:string n A> 
<xsd:attribute name="MINOR_VERSION" type="xsd:string"/> 
</xsd:complexType> 
</xsd:elenient> 

30 <xsd:element name= H CLASS" type= M xsd: string n /> 



5 



10 




WO 03/075576 ^ PCT/JP03/02463 

- 14- 



<xsd:element name= u SUBCLASS" type="xsd:string n £> 
<xsd: compIexType> 
■^csd:sequence> 

<xsd:element name^TYPEDATA" maxOccurs="unbounded"> 
5 <Xsd:compIexType> 

<xsd :simplcContent> 

<xsd:extension base s ="xsd:anySimpleType"> 

<xsd:attribute name="type" type="xsd:anySimp!eType7> 
</xsd:extension> 

1 0 </xsd:simpleContent> 

</xsd:complexType> 
-^/xsdiclcmen^* 
^xsd:sequence> 

<xsd:attribute name=*type" type="xsd : string M £> 
1 5 </xsd:complexType> 

</xsd:element> 

<xsd: element name= ,, ADDITIONAL_DATA" type="xsd:string" minOccurs= w 0 w /> 
</xsd:sequencc> 
</xsd:complexType> 
20 </xsd:element> 
</xsd:schcma> 



The semantics of the above description is as follows. 



25 VERSION 

MAJOR_VERSION : "Major version of the parametric description schema* 
MENOR_VERSION : "minor version of the parametric description schema' 
CLASS : "class of the parametrically described tool, for example, decryption" 
SUBCLASS : "sub-class of the parametrically described tool, for example, AES under 
30 decryption class" 
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TYPED AT A : "specific type data to describe a particular type of tool, for 
example, Blockjength of further specify a AES decryption tool" 

type (attribute) : 'Value of the type data above, for example, 128 for the 
Blockjength" 

5 

ADDITIONALJDATA : "Any additional data which may help to further describe the 
parametrically defined toor 

7. Parametric Aggregation 
10 Fig. 6 illustrates the architecture of the parametric aggregation which is 

described in the following XML schema. 

<?xml venrion-^l.O" cncoding="UTF-8"?> 

<xsd:schema xmlns:xsd= w http^/www. w3.org/2001/XMLSchcma" elementFormDefauh^"qualified n > 
15 <xsd:element name= "P ARAM ETRJC_AGGREGATION **> 

<Xsd:annotation> 

<xsd:documentation>Comment describing your root element</xsd:documentatioii> 
</xsd :ann otati on> 
<xsd:compIexType> 
20 <xsd:scquence> 

<xsd:elemcnt name="VERSION"> 
<xsd:complexType> 

<xsd:attribute name= ,T MAJOR_VERSION M type= n xsd:string''/^ 
<xsd rattribute name="MINOR_VERSION" type= n xsd:stnng"/> 
25 <fasd:complexType> 

</xsd:elcmcnt> 

<xsd: element name=^CODE_LISTJN"> 
<xsd : complexType> 
<xsd:scquence> 

30 <Xsd:elcmcnt name= n Code" maxOccurs= n unbotmded M > 
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<xsd: complexTypO 
Ocsd:simp1eContcnt> 

<xsd: extension base^"xsd:anySimplcType w > 

<xsd:attribute nam e= "code" type- 'xsd :string" use= "required */> 
<xsd:attribute name= n Interface_ID n type^'tedrintcger" use ssn optional"/> 
<^xsd:extension> 
</xsd:simpleConteat> 
</xsd:complexType> 
</xsd:element> 
</xsd :scquence> 
</xsd:compIexType> 
<7xsd:eleinent> 

<xsd: clement name^CODEJLISTJXJT^ 
<xsd:complexType> 
<xsd:sequcnce> 

<xsd: element name= n Code° maxOccur^= n unboundcd n > 
<xs d: comp lexTyp e> 

<Xsd:simpIeContent> 

<5csd:extension ba5e= n xsd:anySimpleType w > 

<Xsd attribute nam e= "code" type="xsd string" use="requ ired "/> 
<xsd:attribute name="Interface_ID" type="xsd:integer" use= "optional'^ 
</xsd:extcosion> 
</xsd:stmpIeConten1> 
</xsd: complexTypO 
</xsd:elcment> 
</xsd:sequence> 
<yxsd:complexType> 
<yxsd:element> 

<xsd:element name="AGGREGATION__UNIT" maxOccurs="unbounded"> 
<xsd:comp!exType> 
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<xsd:sequence> 

<xsd: element name="TOOL_ID n type= ,, xsd:string"/i> 



<xsd: element name= n CODE LIST IN"> 



<xsd : co rapl exTyp e> 
<xsd:sequence> 



<5csd:element name="Code" maxOccurs= , "unbounded"> 



<xsd:complexType> 

<xsd:simpleContent> 



10 



<xsd: extension base= w xsd:anySimpleType n > 

<xsd: attribute name="code M type="xsd:string t 



use= K required"/> 



use= , 'optionar/> 



<xsd:attribute name= n Interface_ID w type="xsd integer' 



</xsd :extension> 



15 



</xsd^imp!eContent> 



</xsd:comp!cxType> 



</xsd : element> 



20 



<yxsd^equence> 
</xsd:complexType> 



</xsd: element> 



<xsd:element name="CODE LIST OUT^ 



<3csd:complexType> 



Ocsd:sequence> 



<xsd: element name^Code" maxOccurs= : ' l unbounded n > 



25 



<xsd:complexType> 



<xsd:simploContent> 

<xsd:extension base= ,l xsd:anySimpIeType"> 

<xsd: attribute name="code w typc= u xsd:string" 



* use= rt rcquired"> 
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<xsd:attribute name="Interface_ID" type="xsd:integer* 



usc= ,, optional M /> 



</xsd: extensi on> 
</xsd:simpleContent> 
5 </xsd:complexType> 

</xsd:element> 
<yxsd:sequence> 
</xsd: compIcxTypO 
</xsd :element> 
10 </xsd:sequence> 

<7xsd : compl exTypO 
«^xsd:element> 

<xsd: element name="ADDrnONAL_DATA" type-^xsdistring" minOccurs= , '0 w /> 
</xsd:scqucnce> ■„ 
1 5 <yxsd:complexType> 
</xsd; elements 
<7xsd:schema> 



8. Effect of Invention 

20 This invention solves the following problems by specifying XML 

schemas for terminal platform specification, parametric description and parametric 

■ 

aggregation. 

1 . When an IPMP terminal goes to a remote site trying to retrieve a missing 
IPMP tool in order to playback a certain content, the IPMP terminal can use the 

25 terminal platform XML schema to provide the remote site terminal platform 
specification, so that the remote site can send a tool that can run on this particular IPMP 
terminal. 

2. An IPMP Tool's metadata may optionally include the terminal platform 
specification using the terminal platform XML schema that specifies what are the 

30 terminals and platforms that the tool can run on. 
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3. A parametric description using the parametric description schema to 
allow terminal to choose a certain IPMP tool that can facilitate the job it is supposed to 
do. 

4. A parametric aggregation using the parametric aggregation schema to 
5 allow several tools to form as one tool set, and appeared as just one tool to the IPMP 

terminal. 

Although the present invention has been described in connection with 
specified embodiments thereof, many other modifications, corrections and applications 
10 are apparent to those skilled in the art. Therefore, the present invention is not limited by 
the disclosure provided herein but limited only to the scope of the appended claims. 
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CLAIMS 



1. A method of transferring information specifying an IPMP tool utilized 
for processing a content protected by IPMP to an IPMP terminal, wherein the method 

5 uses XML schema for terminal platform specification in IPMP system, and comprises: 

based on a predetermined terminal platform schema and language to 

describe a terminal platform, 

creating terminal platform specification based on the terminal platform 
schema and language to specify on what platform or terminal the IPMP tool can run; 
10 attaching the terminal platform specification to metadata associated with 

the tool; and 

transferring the terminal platform specification and the IPMP tool to an 
IPMP terminal implemented with a terminal platform parser based on the terminal 
platform schema and language. 

15 

2. The method according to claim 1, further comprising, before the 
transferring, carrying the tool together with the terminal platform specification in the 
content protected in IPMP. 

20 3. A method of transferring information specifying a tool utilized for 

processing a content protected by IPMP to an IPMP terminal, wherein the method uses 
XML schema for terminal platform specification in MPEG-n IPMP system, 

based on a predetermined terminal platform schema and language to 
describe a terminal platform, the terminal platform specification is created at an IPMP 
25 terminal according to the terminal platform schema and language to specify the IPMP 
terminal, and the method comprises: 

receiving from the IPMP terminal the terminal platform specification 
when the IPMP terminal tries to retrieve an IPMP tool from a remote server; 

using a terminal platform parser based on the terminal platform schema 
30 and language; and 
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interpreting the terminal platform specification and determining which 
IPMP tool should be sent back to the requesting IPMP terminal. 

4. Method of transferring information specifying a tool utilized for processing a 
content protected by IPMP to an IPMP terminal, wherein the method uses XML schema 
for parametric description in MPEG-n IPMP system, and comprises: 

based on a predetermined parametric description schema and language to 
describe an IPMP tool; 

creating a parametric description based on the parametric description 
schema and language to specify a desired IPMP tool; 

attaching the parametric description to a content that is protected by 

IPMP; and 

transferring the description and the content to an IPMP terminal 
implemented with a parametric description parser based on the parametric description 
schema and language. 

5. Method of determining a tool to process a content protected by IPMP at an 
IPMP terminal, by using XML schema for parametric description in IPMP system, 
wherein 

based on a predetermined parametric description schema and language to 
describe an IPMP tool, a parametric description is created according to the parametric 
description schema and language to specify a desired IPMP tool, and the parametric 
description is attached to the content that is protected by IPMP, and 
the method comprises: 

extracting the parametric description from the content; 

routing the parametric description to each IPMP tool within the 
terminal's tool set to ask whether the tool satisfies the parametric description; 

comparing the tool within the terminal's tool set with the parametric 
description to verify whether each IPMP tool can satisfy the parametric description; and 

choosing a tool from the tool set that satisfy the parametric descriptioa 
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6. Method of transferring information specifying a tool utilized for processing a 
content protected by IPMP to an IPMP terminal, wherein the method uses XML schema 
for parametric aggregation in MPEG-n IPMP system, and comprises: 
5 based on a predetermined parametric aggregation schema and language 

to describe a combination of IPMP tools, 

creating a parametric aggregation based on the parametric aggregation 
schema and language to specify a desired combination of IPMP tools. 

attaching the parametric aggregation to content that is protected by IPMP 
10 to an IPMP terminal; and 

transferring the aggregation and the content to an IPMP terminal 
implemented with a parametric aggregation parser based on the parametric aggregation 
schema and language. 
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Fig. 1 
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Fig. 2 
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Fig. 3 
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Fig. 4 
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